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D
esigned

 &
M

anufactured
in Suffolk, England

D
esign &

 M
a

nufa
cturing Excellence

Since 
2004, 

Sunsqua
re 

Lim
ited

 
have 

been 
pioneering 

skylight d
esigns, a

lw
a

ys a
im

ing for the highest possible 
specifica

tion. By choosing Sunsquare to fulfil your skylight 
need

s you ca
n be sa

fe in the know
led

ge that each
prod

uct ha
s been d

esigned
 truly for its purpose; refined

 
through rigorous prototyping, m

a
nufactured

 in-house in 
the UK a

nd
 offered

 w
ith a

 full w
a

rranty.

Testing &
 C

ertifica
tion

Sunsqua
re a

re the first skylight m
a

nufacturer in the w
orld

 to 
ha

ve been a
w

a
rd

ed
 a

 BSI KiteM
a

rk™
 for their entire range.

O
ver a

 tw
o yea

r period
 rigorous laboratory testing w

as 
und

erta
ken to a

ssess the sa
fety, w

eather tightness, air 
perm

ea
bility a

nd
 w

ind
 resista

nce, w
ith stand

ard
s being 

surpa
ssed

 by quite som
e m

a
rgin.

Believing in Better
A

t Sunsqua
re w

e believe in better, appreciating that our 
entire business a

nd
 reputa

tion is reliant on our ability to 
d

esign effective prod
ucts; beca

use a good
 d

esign m
akes 

good
 prod

ucts a
nd

 a
 good

 prod
uct m

akes a good
 

business.

W
e hope tha

t your experience of Sunsquare proves to be 
a

 positive one a
nd

 w
e tha

nk you for your custom
.

Rooflights

KITEM
ARK

™

FM
597286



Sunsquare take Health &
 Safety

very seriously and
 w

e w
ould

recom
m

end
 you protect

yourself w
hile installing your

skylight by w
earing safety

boots, goggles and
 gloves...

If you experience any d
ifficulty

w
hile installing your skylight,

please contact our technical
team

 for help by phone
on 01284 723377

D
isclaim

er : A
ll site a

nd
 build

ing cond
itions va

ry, it is entirely your ow
n responsibility to put in place ad

equa
te protection w

hile und
ertaking a

ny w
orks.

Step O
ne :

C
heck the pre-insta

lled
 upsta

nd
 d

im
ensions prior to lifting 

the skylight onto the roof a
rea

.

It is im
porta

nt to confirm
 tha

t the upstand
 is square. This is 

a
chieved

 by com
pa

ring m
ea

surem
ents taken across the 

d
ia

gona
lly opposite corners. If the upstand

 is square these 
d

im
ensions w

ill be the sa
m

e.

Step Tw
o :

M
a

ke sure tha
t the top fa

ce of the upsta
nd

 is clea
n, d

ry 
a

nd
 free from

 und
ula

tions. A
pply the skylight bed

d
ing 

ta
pe (supplied

) to the full perim
eter of the upsta

nd
, a

long 
the outer ed

ge.

Press the ta
pe d

ow
n firm

ly w
ith your fingers to

confirm
 full a

d
hesion.

Step Four :
C

a
refully a

d
just the position of the skylight m

a
king sure it is 

correctly centred
 over the a

perture.

Before m
oving onto the next step it is a

d
visa

ble to check 
the positioning of the skylight from

 the insid
e, a

s this w
ill 

a
llow

 for ea
sy fixing of the interna

l finishes. Step Three :
C

a
refully low

er the A
ero Elec A

ccess skylight onto the 
upsta

nd
, being ca

reful not to tra
p your fingers betw

een 
the upsta

nd
 a

nd
 skylight fra

m
e.

C
heck tha

t the skylight is sa
t sound

ly onto the upstand
, the 

fra
m

e should
 be continuously supported

 on all sid
es.

Step Five :
It 

is
 
im

p
o

rta
n

t 
th

a
t 

im
m

e
d

ia
te

ly
 
a

fte
r 

th
is

 
s
te

p
 
y

o
u

 
m

o
v

e
 

im
m

e
d

ia
te

ly
 o

n
to

 s
te

p
 s

ix
. If th

is
 is

 n
o

t p
o

s
s
ib

le
, le

a
v

e
 th

e
 

in
s
ta

lla
tio

n
 
p

ro
c

e
s
s
 
h

e
re

 
u

n
til 

s
u

c
h

 
tim

e
 
a

s
 
th

is
 
c

a
n

 
b

e
 

a
c

h
ie

v
e

d
.

Refering to the supplied
 w

iring a
nd

 electronics m
anual, 

m
otorise 

the 
skylight 

to 
its 

fully 
open 

position. 
(W

hile 
perform

ing this a
ction it is a

d
visable to have som

eone 
rem

a
in on the roof to ensure that the skylight is secure 

d
uring the m

ovem
ent cycle.)

Step Six :
Using the supplied

 screw
s fasten the skylight to the upstand

 
through the pre-d

rilled
 holes.

Be careful not to over-tighten these screw
s as you risk

d
am

aging the fram
e.

Step Seven :
A

ttach the internal actuation cover profiles.

To achieve this lift the cover profiles from
 the insid

e of the 
skylight and

 align w
ith the stainless steel fixing tabs. Pushing 

the profiles tighly against the fixing tabs, slid
e the cover 

profiles d
ow

n to engage the lugs into the rear of the 
profile.

You are now
 able to m

otorise the skylight into the fully 
closed

 position.Step Eight :
This com

pletes the installation of the Sunsquare A
ero Elec 

A
ccess skylight. You are now

 able to rem
ove all protective 

film
s for d

isposal.

Thoroughly clean the new
ly installed

 skylight using a
proprietary glass cleaner and

 a soft lint free cloth.
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N
 YO
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A
D

V
ISED

 TO
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 M
IN

IM
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F TW

O
 O

PERA
TIV
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(SKYLIG
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V
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N
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UIRE THE FO

LLO
W

IN
G

 TO
O

LS:

C
O

RD
LESS D

RILL / D
RIV

ER
TA

PE M
EA

SURE
T40 D

RIV
ER BIT

W
IRIN

G
 &

 ELEC
TRO

N
IC

S M
A

N
UA

L

T40


